


LinkStation Live

Multimedia Storage Server

BUFFALD

HS-DH250GL, HS-DH320GL, HS-DH500GL, HS-DH750GL

Specifications

LAN Interface

Standard Compliance IEEE802.3ab / IEEE802.3 / IEEE802.3u Standard Z(EAR
(1000 BASE-T / 100 BASE-TX / 10 BASE-T) JARRANTY

Data Transfer Rates
Connector Type
Number of Ports

Internal Hard Drives
Number of Drives
Drive Interface
Hard Drive Sizes
Rotational Speed

USB Interface
Standard Compliance
Connector Type
Number of Ports
Data Transfer Rates

Protocol Support
Networking

File Sharing
Management

Time Syncronization
Others

Dimensions

Weight

10/100/ 1000 Mbps
RJ-45
1

1

SATA

250GB, 320GB, 500GB, 750GB*
7200 RPM

USB 2.0

USB Series A

2

Max: 480 Mbps (High Speed Mode)
Max: 12 Mbps (Full Speed Mode)

TCP/IP

SMB, FTP, DLNA
HTTP

NTP

61mm x 160mm x 216mm
1.6 Kg

Power Consumption (Watts) Average 21 W (with no USB devices connected)

Operating Environment 5-35°C

Client OS Support Windows® Vista, Windows® XP, Windows® 2000, Windows® Me, Windows® 98 SE,
Mac OS 10.3 and later

Power Supply Internal, AC100-240V 50/60 Hz

*1 GB = 1,000,000,000 bytes; total accessible capacity varies depending on operating environment. Data rate, features and performance may vary based on the configuration of your system
and other factors. Multi-function printers not supported. Works in Windows only.

About Buffalo www.buffalo-technology.com

Buffalo Technology UK Ltd.is a leading global provider of award-winning networking, memory, storage
and multimedia solutions for the home and small business environments as well as for system builders
and integrators. With almost three decades of networking and computer peripheral experience, Buffalo
has proven its commitment to delivering innovative, solutions that have put the company at the forefront
of infrastructure technology.






